
25,4
[1.00]

7,1

41,2

Ø 11,1

55,6

Ø 6,8
[0.27]

[1.38]
35,1

[3.58]
90,9

[0.28]

[0.28]

[0.44]

[1.62]

7,2

138,6
[5.46]

80,4
[3.17]

[0.97]
24,6

3,1
[0.12]

6,2
[0.24]

TRAVEL 200°PLUNGER

PLUNGER
THREAD

M 47,6
[1.88]

35,1
[1.38]

7,1
[0.28]

609

[2.19]
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609
Flanged Base

609-B 
Straight Base 

Features:
•  Low profile and high holding capacity  

for its size
•  Flanged or straight base
•  Allow handle to rotate and fall below  

mounting plane to lock in retracted position

Applications:
• Assembly & test
• Welding
• Tensioning devices

Also Available:
See page MC-ACC-1 for accessories

AF

EFHC

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Model
Max. 

Holding
Capacity 

Weight
EF:AF

(pushing/ 
pulling)

Plunger 
Travel

(M)
Plunger
Thread

Recommended  
Spindle

(Not Supplied)

609 [300 lbf]
1330 N

 [0.88 lb]
0,40 kg

36:1/47:1
[1.25]
31,8

5/16-18 207203
609-B

HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
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